
1 4 0 0 9  D i n a r d  A v e .
S a n t a  F e  S p r i n g s ,
C A  9 0 6 7 0

v i s i t  u s  a t   :  
w w w.  c e l e s t i a l l i g h t i n g . c o m
e • m a i l  :
i n f o  @  c e l e s t i a l l i g h t i n g . c o m

P H   ( 5 6 2 ) • 8 0 2 • 8 8 1 1
      ( 8 0 0 ) • 2 3 3 • 3 5 6 3
F X   ( 5 6 2 ) • 8 0 2 • 2 8 8 2

ORDERING GUIDE STEP LIGHTS
COPYRIGHT 2004C

CORNER PIECES

CONTACT CELESTIAL LIGHTING FOR ASSISTANCE OR TO REQUEST QUOTE AND COMPLETE BILL OF MATERIALS.

•  D R A W I N G  N O T  T O  S C A L E  •

LEFT CORNER PIECE

RIGHT CORNER PIECE

WIRE HARNESS WIRE HARNESS
(WH)

The Wire Harness is the cable that feeds power to each step.
It includes lead wires, provided at a specified spacing, that allow 
for quick and easy connection to the pigtails extending from each
pre-assembled steplight stairnose.

Standard lead wire spacing is 24” on center.  
Excess cable can be gathered and rucked inside the Wireway.
If the lead wire spacing is too short, addtional wire can be added by
cutting the wire between each harness and adding cable in between. 

1. Count the number of steps in the stairway
For custom Wire Harness spacing.

2. Specify lead wire spacing by measuring the longest tread in the 
    stairway and adding the height of the riser. (Using the longest 
    tread for measurements ensures sufficient spacing for all steps
    in the stairway. Excess cable can be gathered and tucked inside 
    the Wireway.)
Provide the following information when ordering:

Wire Harness is shipped in rolls.
Also refer to pages for Power Supply, Wiring Diagram
and Maximum Run Chart.

STAIRNOSE

CORNER PIECE

WIREWAY

LEAD WIRES
WIRE HARNESS

( 14 GAUGE )

24” on center
(Standard spacing)

Splice connect additional
cable if necessary

Product
Code Spacing Number of Steps

(Eg.)     WH                 28”                     100 steps

            WH                          “                       steps

            WH                          “                       steps

CORNER PIECES
(CP)

The Corner Piece is a fitting that finishes the step corner 
where the stairnose and the Wireway meet.

The Right Corner Piece (CP-R) is used with Wireway on 
the right side of the step.
The Left Corner Piece (CP-L) is used with Wireway on 
the left side of the step.

For stairways adjacent to a wall, order one Right Corner 
Piece per step if the wall is on the left, OR, order one Left 
Corner Piece per step if the wall is on the right.

For stairways between seating areas, order one Right 
Corner Piece and one Left Corner Piece per step.

Provide the following information when ordering:

Product
Code

Total
Quantity

(Eg.)              CP-R                   100 pcs.                     
                     CP-R                           pcs.                     
                     CP-L                           pcs.

STEP LIGHTS
DRAWING NO. CL 1103

LEAD WIRES
on Wire Harness

(male)

PIGTAIL

WIRE HARNESS

RACEWAYSTEPLIGHT

from steplight
(female)


