
BOL 5000 CFX

SEE BELOW FOR MINIMUM 
INSIDE RADIUS

END VIEW

2”

3 3/8”
2”

BALLAST

SPECIFY TOTAL
LENGTH OF RUN

FLEXIBLE JOINER

9W OR 13W COMPACT
FLUORESCENT LAMP

BOL 19
 BLANK

 END CAP

BOL 20 KNOCKOUT
END CAP

1/2” CONDUIT
(BY CONTRACTOR)

2” X  2”
ALUMINUM HOUSING

SEE BELOW
FOR LAMP SPACING

QUICK REFERENCE INSTALLATION INSTRUCTIONS
1. Remove cover piece from module, by removing screws and using 
    flathead screwdriver to pry open. 
2. Screw mount bottom piece directly onto secure surface.
3. Snap cover piece into bottom piece and replace screws.
4. To continue run, attach and mount next module and make electrical 
    connections.
5. Attach end caps at beginning and end of run, sliding base plate 
    into bottom piece and securing with screw. 
6. Connect lead wires at beginning of run to power source and      
     ground. Do not power until installation complete.
7. Insert lamps.

COVER

BOTTOM

END CAP

BASE PLATE

FILL OUT BELOW FOR SUBMITTAL

PRODUCT CODE

S P E C I F I C A T I O N S

EXAMPLE

S P E C I F I C A T I O N S

DIMMING FINISH

ND    Non-dimming 120 V
277 V

VOLTS

Or specify other

BOL 5000 CFX

BOL 5000 CFX

BOL 5000 CFX

LAMP WATTAGE & SPACING

8 ” on center
(18” minimum inside radius)

8” on center
(18” minimum inside radius)

9W

13W

9 W 8” o.c. ND 120V NAL

ND

NAL
SAT
WHT

Natural aluminum
Anodized satin
High reflectance
white powder 
coat

• Ideal for indirect lighting in curved spaces
• Listed for damp location

COPYRIGHT 2004C

PRODUCT
DESCRIPTION
PRODUCT
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 DRAWING NO. CL 112

CURVABLE COMPACT FLUORESCENT STRIPLIGHT

CHANNELITE BOL 5000 CFX
S P E C I F I E R  G U I D E ULR

LISTED

PROJECT
NAME

CONTRACTOR

SPECIFIER

FIXTURE
SCHED. TYPE

DISTRIBUTOR

REPRESENTATIVE

QUANTITY

LENGTHS

1 4 0 0 9  D i n a r d  A v e .
S a n t a  F e  S p r i n g s ,
C A  9 0 6 7 0

v i s i t  u s  a t   :
w w w.  c e l e s t i a l l i g h t i n g . c o m
e • m a i l  :
i n f o  @  c e l e s t i a l l i g h t i n g . c o m

P H   ( 5 6 2 ) • 8 0 2 • 8 8 1 1
      ( 8 0 0 ) • 2 3 3 • 3 5 6 3
F X   ( 5 6 2 ) • 8 0 2 • 2 8 8 2

• Lamps included 

WATTS RATED HRS.
9W (4 PIN)

13W (4 PIN)

LAMP SELECTION

LUMENS
5.9”
6.4”

10000
10000

TYPE       :   COMPACT FLUORESCENT
BRAND    :   FULHAM “TWIN SERIES”

LENGTH COLOR TEMP. CRI
600
900

2700, 3500, 4100 82
82

BASE
2G7
2GX7 2700, 3500, 4100

BALLAST 

I - ELE Integral
Electronic

27
35
41

COLOR
TEMPERATURE

2700K
3500K
4100K

I - ELE

I - ELE

27


