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PROJECT
NAME

DISTRIBUTOR

CONTRACTOR

FIXTURE
SCHED. TYPE

REPRESENTATIVESPECIFIER

S P E C I F I E R  G U I D E

9’
10

” 6’
7”

3’
3”

910 fc
9” dia.

228 fc
18.1” dia.

101 fc
27.2”dia.

 13    BEAM ANGLE

9’
10

” 6’
7”

3’
3”

706 fc
8.3” dia.

177 fc
16.5” dia.

78 fc
24.8”dia.

 12   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

209 fc
22.4” dia.

52 fc
44.9” dia.

23 fc
67.3”dia.

 32   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

297 fc
18.1” dia.

74 fc
36.2” dia.

33 fc
54.3”dia.

 26   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

65 fc
41.7” dia.

16 fc
83.5” dia.

7 fc
125.2”dia.

 56   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

214 fc
15.8” dia.

54 fc
31.5” dia.

24 fc
47.2”dia.

 23   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

81.7 fc
16.1” dia.

20.4 fc
32.3” dia.

9.3 fc
48.4”dia.

 23   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

372 fc
6.3” dia.

93 fc
12.2” dia.

41 fc
18.5”dia.

 12   BEAM ANGLE

OPTIONAL LAMPS

AVG. CENTER
CANDLE POWER

880 cd

RATED HOURS
4000

COLOR TEMP.
   2950 K

AVG. CENTER
CANDLE POWER

4000 cd

RATED HOURS
4000

COLOR TEMP.
   2950 K

AVG. CENTER
CANDLE POWER

2300 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

7800 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

700 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

2250 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

3200 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

9800 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

MR 16

MR 11

9’
10

” 6’
7”

3’
3”

53.5 fc
13.9” dia.

31.6 fc
27.9” dia.

13.9 fc
41.8”dia.

19  BEAM ANGLE

9’
10

” 6’
7”

3’
3”

348.4 fc
5.5” dia.

87.3 fc
11” dia.

16.5 fc
16.5”dia.

  8  BEAM ANGLE

18.5 fc
20.7”dia.

9’
10

” 6’
7”

3’
3”

390 fc
6.7” dia.

97.5 fc
13.8” dia.

 10   BEAM ANGLE

2.4 fc
41.6”dia.

9’
10

” 6’
7”

3’
3”

218.3 fc
13.8” dia.

54.8 fc
27.7” dia.

 20   BEAM ANGLE

OPTIONAL LAMPS

AVG. CENTER
CANDLE POWER

1360 cd

RATED HOURS
2000

COLOR TEMP.
   2950 K

AVG. CENTER
CANDLE POWER

3750 cd

RATED HOURS
2000

COLOR TEMP.
   2950 K

AVG. CENTER
CANDLE POWER

2350 cd

RATED HOURS
3000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

4200 cd

RATED HOURS
3000

COLOR TEMP.
   3050 K

35W

9’
10

” 6’
7”

3’
3”

118.9 fc
21.7” dia.

29.7 fc
43.3” dia.

13 fc
65”dia.

 29   BEAM ANGLE AVG. CENTER
CANDLE POWER

1280 cd

RATED HOURS
3000

COLOR TEMP.
   3050 K

20W

50W

35W

STANDARD LAMP

F I L L  O U T  B E L O W

TYPE WATTS BEAM
ANGLE

(e.g.)

     MR 11 20 W 28

9’
10

” 6’
7”

3’
3”

26.4 fc
19.7” dia.

6.7 fc
39.4” dia.

6.5 fc
59”dia.

28  BEAM ANGLE

STANDARD LAMP

AVG. CENTER
CANDLE POWER

 670 cd

RATED HOURS
2000

COLOR TEMP.
   2950 K

20W 20W

35W

9’
10

” 6’
7”

3’
3”

46.5 fc
27.2” dia.

11.1 fc
54.3” dia.

4.6 fc
81.5”dia.

 38  BEAM ANGLE AVG. CENTER
CANDLE POWER

500 cd

RATED HOURS
4000

COLOR TEMP.
   2950 K

20W

9’
10

” 6’
7”

3’
3”

149 fc
27.2” dia.

37 fc
54.3” dia.

17 fc
81.5”dia.

 38   BEAM ANGLE

9’
10

” 6’
7”

3’
3”

102 fc
27.2” dia.

25 fc
54.3” dia.

11 fc
81.5”dia.

 38   BEAM ANGLE AVG. CENTER
CANDLE POWER

1100 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

AVG. CENTER
CANDLE POWER

1600 cd

RATED HOURS
5000

COLOR TEMP.
   3050 K

50W

35W

50W

DRAWING NO.  CL 119-A

MR LAMP PHOTOMETRIC DATA
CHANNELITE BOL 6000 QH & BOL 6000 QHX




