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QUICK REFERENCE INSTALLATION INSTRUCTIONS

1. Screw mount extrusion sections.
2. Unroll lightstrip and lay into channel.
3. Strip end of lightstrip to attach power connector.
4. Insert end plugs at ends.
5. Snap in lens cover.
6. Connect to power source.

LF 1500 will bend up to a 5 ft. radius.

Do not exceed maximum run length per circuit.
Extrusion, lens cover and lightstrip are available
in pre-cut sections or can be field cut. Refer to
accessories page for power source and accessories.
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LITEFORM   LF 1500
LOW VOLTAGE STRIPLIGHT

LITEFORM LF1500

• Use as recessed linear lighting in wall or floor
• Use LF1 or LF2 lamp in darkened areas or LF3 lamp with
    ambient light 
• For color, use LF lamp with colored lens or LEDs with
    clear lens
• Lamps / LEDs included
• Transformer sold separately

SERRATED
LENS COVER

(STANDARD 5FT.SECTION;
MAX. 10 FT.)

BLACK VINYL 
U-CHANNEL EXTRUSION

(STANDARD 5FT. SECTION; MAX. 10FT.)

LAMP 
TYPE

LAMP SPACING

LF 1
LF 2
LF 3
LED

    2”
  78 FT.
  27 FT.
  15 FT.
111 FT.

   3”
117 FT.
  42 FT.
  21 FT.
168 FT.

    6”
200 FT.
  87 FT.
  45 FT.
200 FT.

   12”
200 FT.
174 FT.
  93 FT.
200 FT.

MAX. RUN PER CIRCUIT (15 AMPS or less)

12V 0.34W INCANDESCENT LAMP ( 1 LUMEN; 80,000 HRS RATED LIFE ) 
12V 0.92W INCANDESCENT LAMP ( 5 LUMENS; 80,000 HRS RATED LIFE)
12V 1.72W INCANDESCENT LAMP ( 10.5 LUMENS; 20,000 HRS RATED LIFE) 
DC9.5V 0.2W  AMBER LED (5 MCD; 100,000 HRS RATED LIFE)
DC9.5V 0.2W  BLUE LED (5 MCD; 25,000 HRS RATED LIFE)
DC9.5V 0.2W  GREEN LED (5 MCD; 25,000 HRS RATED LIFE)
DC9.5V 0.2W  RED LED (5 MCD; 100,000 HRS RATED LIFE)
DC9.5V 0.2W  WHITE LED (5 MCD; 25,000 HRS RATED LIFE)

FILL OUT BELOW FOR SUBMITTAL

EXAMPLE

S P E C I F I C A T I O N S

LF1500 C         CLEAR

A         AMBER

B         BLUE

G         GREEN

R         RED

S         SMOKE

LF1
LF2
LF3
A 
B 
G 
R 
W

  2           2” ON CENTER

  3           3” ON CENTER

  6           6” ON CENTER

12         12” ON CENTER

OR SPECIFY OTHER 
SPACING

LAMPPRODUCT CODE  LENS COLOR LAMP SPACING

C LF1 3LF1500

LF1500
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