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PRODUCT
DESCRIPTION
PRODUCT  LITEFORM  LF 600CODE

PROJECT
NAME CONTRACTOR

SPECIFIER

FIXTURE
SCHED. TYPE DISTRIBUTOR

REPRESENTATIVE

FILL OUT BELOW FOR SUBMITTAL

EXAMPLE

S P E C I F I C A T I O N S

TYPE                                                 DESCRIPTION

LF 600  A       NATURAL ALUMINUM

LF 600  B      ANODIZED BRONZE

C            CLEAR

A             AMBER

B            BLUE

G            GREEN

R            RED

S              SMOKE
LF1             12V 0.34W INCANDESCENT LAMP ( 80,000 HRS. RATED LIFE )

4                 4” ON CENTER

6                 6” ON CENTER

LF 600 A C LF1 6

 LENS COLOR                                                              LED / LAMP                                                                                   LED / LAMP PRODUCT 
CODE

STAIRNOSE FINISH

A                  DC9.5V  0. 2 W  AMBER LED ( 100,000 HRS. RATED LIFE )
B                  DC9.5V  0. 2 W  BLUE LED ( 25,000 HRS. RATED LIFE )
G                  DC9.5V  0. 2 W  GREEN LED ( 25,000 HRS. RATED LIFE )
R                  DC9.5V  0. 2 W  RED LED ( 100,000 HRS. RATED LIFE )
W                DC9.5V  0. 2 W  WHITE LED ( 25,000 HRS. RATED LIFE )

LF 600
STEP LIGHT

 STEP LIGHT

END VIEW

2.125”

2.625”

0.500 ”

1.750”

WIREWAY (WW)
Black PVC raceway for Wire Harness 
transitions from carpet to floor or edge.

CORNER PIECE (CP)
Black PVC fitting finishes step corner
where stairnose meets wireway.

SPACING

14 GAUGE LIGHTSTRIP

SERRATED
LENS COVER

REPLACEABLE
LAMP OR LEDWIREWAY

COVER

WIREWAY
BASE

WIRE HARNESS (WH)
14 gauge parallel conductor
feeds power to each step.

ALUMINUM STAIRNOSE
FOR CARPETED STEPS

MAXIMUM RUN PER 5 AMP CIRCUIT: 
200 LEDS or 150 LF1 Lamps

See maximum run chart for details.

USE CLEAR LENS WITH LEDS

CELESTIAL LED s & LAMPS ARE:

Safe ( low voltage )
Energy efficient ( low wattage )
Rated for long life
Run at optimum brightness for darkened areas
Resistant to vibration from foot traffic
Individually replaceable
Dimmable from primary side of transformer

S P E C I F I E R  G U I D E ULR
LISTED

C A R P E T

C A R P E T


