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DESCRIBTION WALL MOUNTED STEP LIGHT
LSTED| PRODUCT LITEFORM LF 4000

DRAWING NO. CL 903

LF 4000 MODULE

Factory pre-assembled with housing,lens, LED lightstrip
and male/female ends

Standard 10 ft. long

Specify other lengths

Black PVC housing designed to
direct LED illumination across
width of step without glare
toward seating area.

Spillage and tamper resistant.

Modules attach end to end for quick
and easy electrical connection

¢

MALE END
FEMALE END
Light output complies with requirements of
LF 4000 NFPA's Life Safety Code ( 0.2 footcandles )
(2"0C) when installed as recommended.

1.000” FLOOR LINE
- ‘ 42" For steps up to 42" wide, use LF4000 at 2"spacing.
Use LF5000 Delineated Stairnose for added step
WALL High output LED definition. (Refer to LF5000 Specifier Guide)
2.500" + Safe (low voltage)
+ Energy efficient (low wattage)
P + Rated for long life
v * Resistant to vibration L(anog)o
— + Individually replaceable
+ Dimmable LF 6000
LF 5000
Screw mount onto wall
for easy installation.
(Use black flathead screws) 18"
i FLOOR LINE
CLEAR SERRATED LENS

. 48" .| For steps up to 48” wide, use LF4000 at 4’spacing.

in conjunction with LF6000 Riser Light. (Refer to

LF6000 Specifier Guide)
*DRAWING NOT TO SCALE-
SPECIFICATIONS
PRODUCT CODE LED COLOR LED SPACING
A DC 9.5V 0.2W HIGH OUTPUT AMBER LED ( 100,000 HRS. RATED LIFE ) 2 2" ON CENTER
LF 4000 R DC 9.5V 0.2W HIGH OUTPUT RED LED ( 100,000 HRS. RATED LIFE ) 3 3" ON CENTER
4 4 ON CENTER
DC 9.5V 0.2W HIGH OUTPUT WHITE LED ( 25,000 HRS. RATED LIFE ) 6 & ON CENTER
EXAMPLE
LF 4000 - w - 6
FILL OUT BELOW FOR SUBMITTAL
LF 4000 - -
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