
FROSTED LED STRINGLITE
• Ideal for lighting above patios, walkways and plazas
• Listed for wet location
• Maximum 1440 watts per circuit
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S P E C I F I E R  G U I D E
PRODUCT
DESCRIPTION
PRODUCT
C O D E

EXTERIOR LIGHTSTRING

MOUNTING DETAIL

FROSTED LED STRINGLITE

HARDWIRED TO J-BOX
(BY CONTRACTOR)

CABLE TIE

MOUNTING PLATE

PROJECT
NAME

CONTRACTOR

SPECIFIER

FIXTURE
SCHED. TYPE

DISTRIBUTOR

REPRESENTATIVE

QUANTITY

LENGTHS

1 4 0 0 9  D i n a r d  A v e .
S a n t a  F e  S p r i n g s ,
C A  9 0 6 7 0

v i s i t  u s  a t   :
w w w.  c e l e s t i a l l i g h t i n g . c o m
e • m a i l  :
i n f o  @  c e l e s t i a l l i g h t i n g . c o m

P H   ( 5 6 2 ) • 8 0 2 • 8 8 1 1
      ( 8 0 0 ) • 233 • 3 5 6 3
F X   ( 5 6 2 ) • 8 0 2 • 2 8 8 2

FILL OUT BELOW FOR SUBMITTAL

EXAMPLE

S P E C I F I C A T I O N S

12                         12” ON CENTER
18                         18” ON CENTER

OR SPECIFY OTHER 
SPACING

SOCKET SPACINGPRODUCT CODE

18

STL-LED-FW

STL-LED-FW

STL-LED-FW

SOCKET DETAIL

LED LAMP DETAIL

2.00”

1 5/8”

3.10”

2.00”

SOCKET: UL LISTED ,BLACK PHENOLIC,
               MEDIUM BASE, RATED 250 V
               660W

WIRE: UL LISTED, 12AWG
           STRANDED COPPER,
           BLACK PVC INSULATION,
           RATED 300 V

SPECIFY CABLE TIES TO FASTEN TO SECURED 
AIRCRAFT CABLE.

SPECIFY CABLE TIES WITH MOUNTING PLATES TO 
FASTEN TO SECURE SURFACE, SUCH AS BEAMS OR 

TRUSS.  FASTEN AT LEAST EVERY 6FT.

FROSTED LED GLOBE
• 120V
• MEDIUM BASE
• 2400K WARM WHITE
• 30,000 HRS AVERAGE RATED LIFE
• NOT RECOMMENDED FOR DIMMING
• 1W EACH




	LED Stringlite - Frosted
	LED Stringlite - Clear

